
BIOKOM 
Complex

Complex of equipment 
for organic fertilizer 
production in the process 
of anaerobic utilization 
of organic waste

http://urfu.ru/home/


BIOKOM

Climate-independent cogeneration biotechnological complex of
utilization of organicwaste "BIOKOM"(a set of basicand auxiliary
equipment)



Increasing the environmental and economic efficiency of enterprises
that generate organic waste

BIOKOM provides:
Complex processing of organic 

wastes with their transformation 
into new useful products (fuel, 

energy, fertilizers) with maximum 
preservation of the balance of 
valuable components (energy 

potential and nutrients)

REDUCED PRODUCTION  COST PER 
UNIT OF PRODUCTION BY ATLEAST 

40%

ECONOMICALLY EFFICIENT AND 
ENVIRONMENTALLY SAFE 

NEUTRAL-FREE ENTERPRISE

Ecologically safe processing 
of 27 types of organic waste

Generation of energy resources 
(biogas, electric and thermal energy)

Production of environmentally friendly 
organic fertilizers containing humic
substances

Compressed methane for refueling 
vehicles



Consumers and sources of raw materials of BIOKOM

Agricultural enterprises
ωPig farms, cattle farms, poultry farms.

Crop farming enterprises 

Processing companies
ωbreweries, alcohol factories, sugar factories, meat processing plants, dairies, bakery, fish 

factories, juice processing enterprises.

Greenhouses

Utilities and treatment plants



Advantages of BIOKOM regarding the world
and domestic analogues

BIOKOM

Service life 50 years

���(�(�]���]���v���Ç���}�(���š�Z�����Á�]�v�š���Œ���‰���Œ�]�}�����A���*�����(�(�]���]���v���Ç���}�(���š�Z����
summer period
The second-generation reactor (biomass retention, 
without additional devices, in a porous wall)

The daily dose is 15%

The decay coefficient of the organic component is up to 
80%

Output of biogas 40m3 / 1m3 of raw materials

The possibility of integration into the technological 
scheme of the enterprise

Payback period up to 3 years

Analogues

Service life 20 years
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summer period
The first generation reactor (biomass retention 
without additional devices is impossible)

The daily dose is 5%

The decay coefficient of the organic component is up 
to 45%

27m3 / 1m3 of raw materials

Impossibility of integration into the technological 
scheme of the enterprise

Payback period up to 7 years


